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DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

DIAG. 956
HEIGHT 100mm
MOUNTING HEIGHT 690mm

EXISTING SHARED USE
FOOTWAY / CYCLE TRACK
TO BE INCREASED IN WIDTH

EXISTING SHARED USE
FOOTWAY / CYCLE
TRACK TO BE
INCREASED IN WIDTH

EXISTING SHARED USE
FOOTWAY / CYCLE TRACK TO
BE INCREASED IN WIDTH

EXISTING SHARED
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POLE DETAILS
NUMBER OF POLES: 1
LENGTH: 4130mm
SIZE: 89mm
FOUNDATION  SIZE : 350mm
x 350mm x 900mm

DIAG. 670
HEIGHT 450mm
WIDTH 450mm
AREA 0.16m²
MOUNTING HEIGHT 2400mm

POLE DETAILS
NUMBER OF POLES: 1
LENGTH: 3550mm
SIZE: 89mm
FOUNDATION  SIZE : 300mm
x 300mm x 650mm

HEIGHT 460mm / 190mm
WIDTH 1275mm / 1175mm
AREA 0.59m² / 0.22m²
X-HEIGHT 125mm / 50mm
MOUNTING HEIGHT 900mm

POLE DETAILS
NUMBER OF POLES: 2
POLE SPACING: 539mm
LENGTH: 2250mm
SIZE: 76.1mm
FOUNDATION  SIZE : 300mm
x 300mm x 650mm

SEPARATION CREATED USING
50mm WIDE CONTINUED ROAD
MARKING OFFSET 0.5m FROM
THE CHANNEL LINE

SEPARATION CREATED USING
50mm WIDE CONTINUED ROAD
MARKING OFFSET 0.5m FROM
THE CHANNEL LINE
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DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

EXISTING SHARED USE
FOOTWAY / CYCLE
TRACK TO BE
INCREASED IN WIDTH

EXISTING FARM ACCESS
TO BE MAINTAINED WITH
PEDESTRIANS AND
CYCLISTS GIVEN
PRIORITY

PROPOSED FOOTWAY /
CYCLE TRACK TO TIE
INTO PROPOSED A10
FOOTWAY / CYCLE
TRACK UPGRADES.
PLEASE SEE DRAWING
30509/2088/101-104 FOR
FURTHER INFORMATION

DIAG. 616/601
HEIGHT 750mm
WIDTH 750/850mm
AREA 0.44/0.32m2

MOUNTING HEIGHT 2400mm

POLE DETAILS
NUMBER OF POLES: 1
LENGTH: 3850mm
SIZE: 89mm
FOUNDATION SIZE: 350mm x
350mm x 900mm

POLE DETAILS
NUMBER OF POLES: 1
LENGTH: 4365mm
SIZE: 89mm
FOUNDATION SIZE: 350mm x
350mm x 900mm

-
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-
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W50

SEPARATION CREATED USING
50mm WIDE CONTINUED ROAD
MARKING OFFSET 0.5m FROM
THE CHANNEL LINE

SEPARATION CREATED USING
50mm WIDE CONTINUED ROAD
MARKING OFFSET 0.5m FROM
THE CHANNEL LINE

EXISTING SIGNS TO BE
REMOVED FROM STORE
AND REERRECTED

POLE DETAILS
MOUNTING HEIGHT: 2400mm
NUMBER OF POLES: 1
LENGTH: 3925mm
SIZE: 89mm
FOUNDATION SIZE: 400mm x
400mm x 650mm

1012.1
CONT
W100

1012.1
CONT
W100

NOTES:-

1. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.

2. ALL LEVELS ARE IN METRES RELATIVE TO ORDNANCE DATUM NEWLYN
UNLESS NOTED OTHERWISE.

3. ALL COORDINATES ARE IN METRES RELATIVE TO ORDNANCE SURVEY
NATIONAL GRID.

4. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS ON SITE BEFORE
COMMENCING WORK.

5. THIS DRAWING SHOULD BE READ IN CONJUNCTION WITH ALL DRAWINGS
AND CCC'S HOUSING ESTATE ROAD CONSTRUCTION SPECIFICATION APRIL
2018 (AMENDED AUGUST 2020). THE DESIGNER WILL PROVIDE THE
CONTRACTOR WITH A COPY OF THIS DOCUMENT.

6. ALL TRAFFIC SIGNS AND ROAD MARKINGS TO BE IN ACCORDANCE WITH
THE TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS (2016).

7. THE MODULE LENGTH IS THE COMBINED LENGTH OF ONE MARK AND ONE
GAP FOR LINES OR THE ACTUAL SIZE OF OTHER MARKINGS SUCH AS LANE
ARROWS.

8. THE EXACT POSITION OF ALL SIGNS SHALL BE AGREED WITH THE
OVERSEEING ORGANISATION PRIOR TO THEIR INSTALLATION. ALL
PROPOSED AND EXISTING SIGNS ARE TO BE PROVIDED WITH
APPROPRIATE AND UNRESTRICTED VISIBILITY AS PER CHAPTER 3 AND 4
OF THE TRAFFIC SIGNS MANUAL. THE CONTRACTOR SHALL TAKE DUE
CONSIDERATION OF THE DRAINAGE AND UTILITIES WHEN CONSIDERING
THE POSITION AND INSTALLATION OF ROAD SIGNS.

KEY:-

EXISTING HIGHWAY BOUNDARY

PROPOSED BUFF TACTILE PAVING

PROPOSED RED COLOURED TACTILE PAVING

PROPOSED BUFF CORDUROY TACTILE PAVING

PROPOSED TRAFFIC SIGN

PROPOSED TIMBER BOLLARD INCORPORATING CYCLE SIGN - FOR
DETAILS REFER TO CCC HERCS APPENDIX 21 AND CLAUSE 22.01

RELOCATED FEEDER PILLAR

PROPOSED BELISHA BEACON

DIAGRAM NO. (TRAFFIC SIGNS REGULATIONS AND
GENERAL DIRECTIONS 2016)

TOTAL LENGTH OF MODULE (mm) - SEE NOTE 7
WIDTH (mm)

ROAD MARKINGS:-

1004
M6000
W100

HEALTH, SAFETY & ENVIRONMENTAL NOTES
IN ADDITION TO THE HAZARDS AND RISKS NORMALLY ASSOCIATED WITH THE FORM OF CONSTRUCTION

DESCRIBED ON THIS DRAWING, THE FOLLOWING RESIDUAL RISKS SHOULD BE CONSIDERED

C - CONSTRUCTION,   S -  IN SERVICE / MAINTENANCE,   D - DECOMMISSIONING / DEMOLITION

RISK
PREFIX

RISK
REF. RISK DESCRIPTION

RISK
PHASE

STN 01
RISK ASSOCIATED WITH EXCAVATION WORK FOR INSTALLATION OF THE FOOTWAY
CONSTRUCTION. RISKS MAY INCLUDE SLIP, TRIPS, FALLS AND POTENTIAL COLLAPSE OF
EXCAVATION.

C

STN 02 MEASURES TO DIVERT AND / OR PROTECT EXISTING UTILITIES WITHIN THE EXTENT OF WORK
SHOULD BE UNDERTAKEN PRIOR TO COMMENCING WORK ON SITE. C

STN 03 THE CONTRACTOR SHALL ESTABLISH DETAILS OF ALL EXISTING HIGHWAY DRAINAGE WITHIN
THE EXTENTS OF WORKS. C

STN 04 CONTRACTOR TO COORDINATE THE DELIVERY OF THE S278 WORK WITH NEW UTILITY SUPPLIES
PREPARED BY OTHERS INCLUDING PROVIDING POWER TO STREET LIGHTING. C

POST
DIAMETER
VARIES

ST4 CONCRETE

GROUND
LEVEL

SQUARE BASE
PLATE (SIZE VARIES
IN RELATION TO
POST DIAMETER)

L = LENGTH

W = WIDTH

D = DEPTH

CONCRETE FOUNDATION DETAIL FOR NON-ILLUMINATED TRAFFIC SIGNS
SCALE 1:20

L
W

D

D

W

50
15

0

THE LONGEST DIMENSION
MEASURED AT RIGHT ANGLES
TO SIGN FACE.

FOR FOUNDATION SIZES FOR
STANDARD NON-ILLUMINATED
TRAFFIC SIGNS SEE SIGN
SCHEDULE
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