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DIAG. 950
HEIGHT 290/600mm
WIDTH 500/680mm
AREA 0.24/0.14m2

X-HEIGHT 50mm
MOUNTING HEIGHT 1500mm

POLE DETAILS
NUMBER OF POLES: 1
LENGTH; 3140mm
SIZE: 89mm
FOUNDATION SIZE: 300mm
x 300mm x 650mm

DIAG. 950
HEIGHT 600mm
WIDTH 680mm
AREA 0.20m2

MOUNTING HEIGHT 1840mm

SIGNS TO BE MOUNTED
BACK TO BACK

1057
M1780
W1100

1057
M1780
W1100

1059
M1000

-

DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

SHARED FOOTWAY /
CYCLE TRACK WIDENED
TOWARDS CARRIAGEWAY

EXISTING PRIVATE
DRIVE ACCESS TO BE
MAINTAINED

EXISTING PRIVATE
DRIVE ACCESS TO BE
MAINTAINED

SHARED FOOTWAY /
CYCLE TRACK
WIDENED UP TO
CARRIAGEWAY

DIAG. 959.1
HEIGHT 375mm
WIDTH 825mm
AREA 0.31m2

MOUNTING HEIGHT 2400mm

POLE DETAILS
NUMBER OF POLES: 1
LENGTH: 3475mm
SIZE: 89mm
FOUNDATION  SIZE : 300mm
x 300mm x 650mm

-
CONT
W50

POLE DETAILS
MOUNTING HEIGHT: 2400mm
NUMBER OF POLES: 1
LENGTH: 3400mm
SIZE: 89mm
FOUNDATION  SIZE : 300mm x
300mm x 650mm

3.960

3.500

3.000

DIAG. 547.8/544
HEIGHT 290/600mm
WIDTH 500/680mm
AREA 0.14/0.24m2

X-HEIGHT 50mm
MOUNTING HEIGHT 1500mm

POLE DETAILS
NUMBER OF POLES: 1
LENGTH; 3140mm
SIZE: 89mm
FOUNDATION SIZE: 300mm
x 300mm x 650mm

1004
M6000
W100

1012.1
CONT
W150
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DIAG. 965
HEIGHT 325mm
WIDTH 295mm
X-HEIGHT 30mm
MOUNTING HEIGHT
515mm

1057
M1780
W1100

1059
M1000

-

1001.5
M2000
W100

1055.3
M500
W250

1001.5
M2000
W100

1062
M750

W1500

DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

DIAG. 956
HEIGHT 150mm
MOUNTING HEIGHT 690mm

EXISTING SHARED
USE FOOTWAY /
CYCLE TRACK TO BE
INCREASED IN WIDTH

ACCESS TO ANGLIA
RUSKIN UNIVERSITY
FARM  TO BE
MAINTAINED FOR HGV's

EXISTING FARM ACCESS
TO BE MAINTAINED WITH
PEDESTRIANS GIVEN
PRIORITY

RAISED UNCONTROLLED
CROSSING POINT

SHARED FOOTWAY / CYCLE
TRACK EXTENDED BETWEEN
EXISTING EDGES OF
CARRIAGEWAY AND FOOTWAY

EXISTING LAMP COLUMN TO
RELOCATED TO MAINTAIN MINIMUM
500mm LATERAL CLEARANCE FROM
FOOTWAY / CYCLE TRACK

-
CONT
W50

-
CONT
W50

DIAG. 544 / 547.8
HEIGHT 600mm / 290mm
WIDTH 680mm / 500mm
AREA 0.2m2 / 0.145m2

X-HEIGHT 50mm
MOUNTING HEIGHT 2400mm

POLE DETAILS
NUMBER OF POLES: 1
LENGTH: 4040mm
SIZE: 89mm
FOUNDATION  SIZE : 300mm x
300mm x 650mm

DIAG. 670 / 670
DIMENSIONS: AS EXISTING

POLE DETAILS
NUMBER OF POLES: 1
MOUNTING HEIGHT 2400mm
LENGTH: 3700mm
SIZE: 89mm
FOUNDATION  SIZE : 300mm
x 300mm x 650mm

DIAG. 501.1
HEIGHT 750 / 465mm
WIDTH 850 / 920mm
AREA 0.32m²
MOUNTING HEIGHT 2400mm

POLE DETAILS
NUMBER OF POLES: 1
LENGTH: 4050mm
SIZE: 89mm
FOUNDATION  SIZE : 350mm
x 350mm x 900mm

SEPARATION CREATED USING
50mm WIDE CONTINUED ROAD
MARKING OFFSET 0.5m FROM
THE CHANNEL LINE

PARALLEL
CROSSING

SEPARATION CREATED USING
50mm WIDE CONTINUED ROAD
MARKING OFFSET 0.5m FROM
THE CHANNEL LINE

1001.5
M1000
W200

1003A
M900
W200

1004
M6000
W100

1003A
M900
W200

1062
M1000
W750

1004
M6000
W100

EXISTING SIGN TO BE
REMOVED FROM STORE
AND REERECTED

3.5m

3.5m

3.5m

3.5m

3.5m

3.807

1062
M1200
W750

1009A
M900
W100

1009A
M900
W100

1062
M1000
W750

-
CONT
W50

1023A
M3750
W1250

1023A
M3750
W1250

1012.1
CONT
W100

DIAG. 550.1
DIMENSIONS: AS EXISTING
MOUNTING HEIGHT:
1500mm

TO BE MOUNTED ON
EXISTING ILLUMINATED
HATPIN, BELOW DIAG. 650
SIGN

DIAG. 670 / 670
HEIGHT  600 / 600mm
WIDTH 600 / 600mm
AREA 0.28m²
MOUNTING HEIGHT 2150mm

TO BE MOUNTED ON
EXISTING ILLUMINATED
HATPIN, ABOVE DIAG. 550.1
SIGN

1004
M6000
W100

1012.1
CONT
W150

NOTES:-

1. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.

2. ALL LEVELS ARE IN METRES RELATIVE TO ORDNANCE DATUM NEWLYN
UNLESS NOTED OTHERWISE.

3. ALL COORDINATES ARE IN METRES RELATIVE TO ORDNANCE SURVEY
NATIONAL GRID.

4. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS ON SITE BEFORE
COMMENCING WORK.

5. THIS DRAWING SHOULD BE READ IN CONJUNCTION WITH ALL DRAWINGS
AND CCC'S HOUSING ESTATE ROAD CONSTRUCTION SPECIFICATION APRIL
2018 (AMENDED AUGUST 2020). THE DESIGNER WILL PROVIDE THE
CONTRACTOR WITH A COPY OF THIS DOCUMENT.

6. ALL TRAFFIC SIGNS AND ROAD MARKINGS TO BE IN ACCORDANCE WITH
THE TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS (2016).

7. THE MODULE LENGTH IS THE COMBINED LENGTH OF ONE MARK AND ONE
GAP FOR LINES OR THE ACTUAL SIZE OF OTHER MARKINGS SUCH AS LANE
ARROWS.

8. THE EXACT POSITION OF ALL SIGNS SHALL BE AGREED WITH THE
OVERSEEING ORGANISATION PRIOR TO THEIR INSTALLATION. ALL
PROPOSED AND EXISTING SIGNS ARE TO BE PROVIDED WITH
APPROPRIATE AND UNRESTRICTED VISIBILITY AS PER CHAPTER 3 AND 4
OF THE TRAFFIC SIGNS MANUAL. THE CONTRACTOR SHALL TAKE DUE
CONSIDERATION OF THE DRAINAGE AND UTILITIES WHEN CONSIDERING
THE POSITION AND INSTALLATION OF ROAD SIGNS.

KEY:-

EXISTING HIGHWAY BOUNDARY

PROPOSED BUFF TACTILE PAVING

PROPOSED RED COLOURED TACTILE PAVING

PROPOSED BUFF CORDUROY TACTILE PAVING

PROPOSED TRAFFIC SIGN

PROPOSED TIMBER BOLLARD INCORPORATING CYCLE SIGN - FOR
DETAILS REFER TO CCC HERCS APPENDIX 21 AND CLAUSE 22.01

RELOCATED FEEDER PILLAR

PROPOSED BELISHA BEACON

DIAGRAM NO. (TRAFFIC SIGNS REGULATIONS AND
GENERAL DIRECTIONS 2016)

TOTAL LENGTH OF MODULE (mm) - SEE NOTE 7
WIDTH (mm)

ROAD MARKINGS:-

1004
M6000
W100

POST
DIAMETER
VARIES

ST4 CONCRETE

GROUND
LEVEL

SQUARE BASE
PLATE (SIZE VARIES
IN RELATION TO
POST DIAMETER)

L = LENGTH

W = WIDTH

D = DEPTH

CONCRETE FOUNDATION DETAIL FOR NON-ILLUMINATED TRAFFIC SIGNS
SCALE 1:20

L
W

D

D

W

50
15

0

THE LONGEST DIMENSION
MEASURED AT RIGHT ANGLES
TO SIGN FACE.

FOR FOUNDATION SIZES FOR
STANDARD NON-ILLUMINATED
TRAFFIC SIGNS SEE SIGN
SCHEDULE

HEALTH, SAFETY & ENVIRONMENTAL NOTES
IN ADDITION TO THE HAZARDS AND RISKS NORMALLY ASSOCIATED WITH THE FORM OF CONSTRUCTION

DESCRIBED ON THIS DRAWING, THE FOLLOWING RESIDUAL RISKS SHOULD BE CONSIDERED

C - CONSTRUCTION,   S -  IN SERVICE / MAINTENANCE,   D - DECOMMISSIONING / DEMOLITION

RISK
PREFIX

RISK
REF. RISK DESCRIPTION

RISK
PHASE

STN 01
RISK ASSOCIATED WITH EXCAVATION WORK FOR INSTALLATION OF THE FOOTWAY
CONSTRUCTION. RISKS MAY INCLUDE SLIP, TRIPS, FALLS AND POTENTIAL COLLAPSE OF
EXCAVATION.

C

STN 02 MEASURES TO DIVERT AND / OR PROTECT EXISTING UTILITIES WITHIN THE EXTENT OF WORK
SHOULD BE UNDERTAKEN PRIOR TO COMMENCING WORK ON SITE. C

STN 03 THE CONTRACTOR SHALL ESTABLISH DETAILS OF ALL EXISTING HIGHWAY DRAINAGE WITHIN
THE EXTENTS OF WORKS. C

STN 04 CONTRACTOR TO COORDINATE THE DELIVERY OF THE S278 WORK WITH NEW UTILITY SUPPLIES
PREPARED BY OTHERS INCLUDING PROVIDING POWER TO STREET LIGHTING. C

Checked

Drawing Issue Status

Date of 1st Issue

Drawing Number

Designed

Revision

DrawnMark Revision ChkdDate

File Location: j:\30509 waterbeach new settlement\acad\drawings\milton review\30509_2089_101c_102c_103b_s278 general arrangement, road markings and signs.dwg

UTILITIES NOTE: The position of any existing public or private sewers, utility services, plant or apparatus shown on this
drawing is believed to be correct, but no warranty to this is expressed or implied.  Other such plant or apparatus may also
be present but not shown.  The Contractor is therefore advised to undertake their own investigation where the presence
of any existing sewers, services, plant or apparatus may affect their operations.

SCALING NOTE:  Do not scale this drawing - any errors or omissions shall be reported to Stantec without delay.

© Crown copyright and database rights          . Unauthorised reproduction
infringes Crown copyright and may lead to prosecution or civil proceedings.
Ordnance Survey

user name: rattenbury, simon

CAMBRIDGE
Tel:  01223 882 000

Approved

Appd

Drawn
stantec.com/uk

CRS\ULJKW UeVeUYeG
The copyrights to all designs and drawings are the property of Stantec.

Reproduction or use for any purpose other than that
authorised by Stantec is forbidden.

WATERBEACH BARRACKS AND AIRFIELD
MILTON CYCLE ROUTE IMPROVEMENT WORKS
GENERAL ARRANGEMENT, ROAD MARKINGS
AND SIGNS SHEET 2 OF 3

DETAILED DESIGN

30509/2089/102 C

25.06.2021

1:250

CAC CAC

SJC JSH

A UPDATED LAYOUT 05.11.21 JS JSH JSH

B UPDATED FOLLOWING MILTON PARISH COUNCIL COMMENTS 17.01.22 SW SR JSH

C UPDATED FOLLOWING CCC COMMENTS AND STAGE 2 RSA 31.05.22 SR JSH JSH

100022432

2015

Client

A0 Scale

A 
10

A 10

Bala
nc

ing
 P

on
d

Dr
ain

Track

Dra
in

A 10

Drain

D
ra

in

Drain

A 10

Drain

Drain

A 10

D
ra

in

D
ra

in

Dr
ai

n

11.4m

Drain

Drai
n

GP

Posts

Dr
ai

n

6.7m

Lay-by

CO
UL

SO
N 

CL
OSE

4b

4

4c

Shelter

Shelter

99a

9b

Gas Gov

20

18

PH

18a

2a

24

2

PH

HIGH STREET

17a

28

12

26

28
a

59

53

LB

22

73

Garage

14

24

93

61
63

63a

87 to 91

83

CA
MB

RI
DG

E 
RO

AD

127 to 131

32

1

121 to 125

133

28

El 
Su

b S
ta

Church

13

2

1

Milton
Baptist

7

10

CA
MB

RI
DG

E 
RO

AD

27

296

TCB

363

25

6

300

31

47

39

Sh
elt

er

1

1

COLES ROAD

1

El Sub Sta

Rosewood

2

Pump

3

23

11

Shelter

4

Milton

30

25

33

Pembroke

Milto
n C

ou
rt

2

19

4

44

42

39
a

Ppg

2

Sta

El Sub Sta

13

Shelter

37

48

38

46

PH Station

EL
Y R

OAD

1

Pumping

1

2

12

HI
GH

 S
TR

EE
T

41

39

50

1

KNIGHTS WAY

3

9

15
16

11

ELY
 ROAD

1

North Lodge

Track

3

MS

Allotment

GP

Gardens

EL
Y R

OA
D

Ruin

1

2

3
4

A10

A10

Butt Lane

The Rowans

The Rowans

College of
W. Anglia

Benet Cl.

PLAN 3
SCALE 1:250

PLAN 4
SCALE 1:250

5
6

SHEET REFERENCE PLAN


	Sheets and Views
	2089-102


